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The M1 is a low-cost  high-performance

RFID reader module for easy integration 

into custom products and equipment. 

This 13.56MHz multi-protocol device 

can read/write industry standard

RFID tags and smart labels like

ISO15693  and  ISO14443.  Use 

the M1 to quickly, easily add

RFID technology where you 

need it.   Order the Dev Kit.

Features:

∙ Compliant with ISO15693 and ISO14443

∙ Battery operation: 1 or 2 cell

∙ Internal, on-board antenna

∙ Reads and writes tags with up to 16k bits

∙ Reads multiple tags simultaneously

∙ Small module for easy integration

∙ External 50-ohm antenna port

∙ RS-232, TTL, SPI, or I2C  all in one

∙ Powerful protocol interface & dev tools

     smart label printers

handheld devices

     payment terminals

barcode scanners

custom equipment

Technical:

13.56MHz RFID Reader/Writer
ISO15693   ISO14443   EPC

For easy integration:

Plug + Play:

Built-in RS-232

On-Board Antenna

Tag
Compatibility:
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∙ 8 user-configurable I/O & 1 LCD port

Power Supply:
Supply Current:
Dimensions:
RF Frequency:
RF Data Rate:
Host Interface
Host Data Rate:

Antennna:
Read Range:
FLASH MCU:
Memory:

1.2V to 5V operation (1 or 2 battery cells)
45mA @ 5V, 100mA @1.8V, 50uA Sleep
38 x 40 x 4mm low profile, small footprint
13.56MHz, FCC and CE Compliant
26kbps ISO15693, 106kbps ISO14443
RS-232, TTL, I2C, or SPI
Serial (N,8,1) 9600 to 57600 baud rate
I2C bus 400kHz,     SPI bus 3MHz
Internal and 50-ohm external ant. port
75mm internal ant,  150mm external ant.
Firmware updates = forward compatibility
240 bytes user data, 8k program memory

Ordering Codes:
M1
EA1
DKM1

13.56MHz RFID Reader Module w/ internal antenna 
External Antenna Module 95x95mm
Developer's Kit 

Made in the U.S.A.
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