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Abstract—Computer networks are vulnerable to attacks, where
the network infrastructure itself is targeted. Emerging router
designs, which use software-programmable embedded processors,
increase the vulnerability to such attacks. We present the design
of a Secure Packet Processing Platform (SPPP) that can protect
these router systems. We use an instruction-level monitoring
system to detect deviations in processing behavior. If such
deviations are detected, a recovery system is invoked to restore the
system into an operational state. Our preliminary results show
that most attacks can be detected within a single instruction. The
system overhead for secure monitoring is limited to a fraction of
the overall space, memory, and power budget.

Index Terms—network security, router design, embedded pro-
cessor, processor monitor

I. INTRODUCTION

Computer networks, in particular the Internet, are an es-
sential part of the global communication infrastructure. As
our society relies increasingly on data networks for business
and personal communication, the value of this infrastructure
increases and makes it more attractive to potential attackers.
Networks have been used for several decades to launch attacks
against computer systems (e.g., remote end-system intrusion).
More recently, the network itself has become a target for
attacks, in which Distributed Denial-of-service (DDoS) attacks
have been used to overwhelm Internet access links of target
systems (e.g., for the purpose of extortion).

Separately, novel functions are being introduced into net-
works: ubiquitous network access to personal mobile devices,
new network applications and business models, and new
protocols for high-performance and secure communication. To
support these features, the computer networking community
is currently in the process of redesigning the fundamental
architecture of the next-generation Internet [1] (with an in-
tended deployment in the coming decade). The redesign of the
Internet architecture encompasses many aspects ranging from
all-optical transmission to sensor networks, and distributed
protocols and applications. Routers, which represent the fun-
damental building blocks of any network, are the focus of our
work.

Routers need to perform packet processing to implement
protocols correctly. Traditionally, this processing has been im-
plemented in application-specific integrated circuits (ASIC) for
performance reasons. As networks have become more diverse
and new protocols have been developed, the fixed functionality
of ASICs has been replaced by software-programmable packet

processing systems using general-purpose processors. This
type of data path programmability is already available in some
Internet routers and is expected to be present in a majority of
network routers in the near future [2]. These router designs
provide more functionality into the network core and thus
increase the area of attack.

The vulnerability of network devices is inherent in their
functionality. Routers connect links in a network and are thus
remotely reachable. For attackers, this reachability translates
into an easy path for targeting remote exploits onto an impor-
tant infrastructure component. Current router systems do not
provide security mechanisms at the hardware level and thus
are at significant risk for attack. The combination of increased
value and more potential vulnerabilities indicates that it is
only a question of time until computer network infrastructure
becomes a prime target of attack.

In this paper, we present a design that provides funda-
mental security capabilities in next-generation router systems
to protect crucial networking infrastructure. Our main idea
is to expand packet processing systems – which are the
central components in router systems – to include monitoring
subsystems that can verify correct operation. In particular, a
monitor can determine when a packet processor deviates from
the sequence of operations that is considered correct. Our
specific contributions in this paper are:

• The design of a Secure Packet Processing Platform
(SPPP), which uses hardware monitors to detect deviation
from normal processing behavior at the instruction level.

• The design of a recovery system for the SPPP that can
recover a router system in the case problems with packet
processing are detected.

• The evaluation of the effectiveness of the system as well
as an estimation of the resource overhead for SPPP.

The remainder of the paper is structured as follows. Sec-
tion II discusses related work. The overall SPPP architecture is
introduces in Section III. Performance estimates are presented
in Section IV. Section V summarizes and concludes this paper.

II. RELATED WORK

Extensions to the feature set of the original Internet ar-
chitecture [3] have been proposed in many forms. Many
proposed architectures include software processing in the data
path of routers, spanning active networks [4], programmable



routers [2], and configurable protocol stacks [5]. In next-
generation networks, where deviations from the current In-
ternet architecture [1] can be considered, a variety of protocol
features and data path services can be implemented in routers
[6], [7]. These services could be implemented on a variety
of platforms ranging from workstation routers [8] to pro-
grammable routers [9] and virtualized router platforms [10].
Most high-performance processing platform use an embedded
multi-processor system-on-chip (MPSoC) at their core, for
example a network processor (Intel IXP2400 [11], EZchip
NP-3 [12], or LSI APP [13]). Several router designs that
use such embedded packet processing platforms have been
demonstrated [14], [15].

Although our work focuses on packet processing platforms,
their vulnerability is certainly not the only security concern
in networks: end-system vulnerabilities have led to large-
scale “bot nets” [16], various types of DoS attacks have been
deployed [17], timing attacks can affect protocol behavior [18],
and protocol vulnerabilities can be exploited [19]. However,
as programmability is increased, the protection of packet
processing becomes an increasingly important concern. So
far, this topic has received little attention. Some aspects of
this problem tie into embedded system security due to the
embedded nature of packet processing platforms.

A wide range of approaches can be used to attack embedded
systems [20]. Ravi et al. describe mechanisms to achieve
physical security by employing tamper resistant designs [21].
Wood et al. consider a networked scenario where systems are
exposed to remote attacks [22]. Embedded systems are also
susceptible to side-channel attacks (e.g., differential power
analysis [23]), although we do not consider this issue in our
work. Gogniat et al. [24] have developed a general, hardware-
based architecture to protect embedded systems against a range
of attacks, although the proposed monitors are not described.

To address general security concerns in packet processing
systems, constrained programming environments have been
proposed [25]. However, next-generation networks require a
fully functional general-purpose programming environment.
In our work, we achieve security by monitoring processors.
Monitoring has been used in the system by Arora et al. [26]
and the IMPRES system [27], but we use a finer granularity of
monitoring. The SAFE-OPS system by Zambreno et al. [28]
uses information that is collected across multiple executed
instructions to determine valid operation. This system can
detect errors and attacks at the end of such a sequence, whereas
our monitor may immediately detect the first instruction that
deviates [29].

The use of model comparison to perform anomaly and
intrusion detection has been used in selected networking
domains (e.g., mobile ad-hoc networks [30]). In our case, the
problem is simpler since our model is derived from a protocol
description or the actual binary of the protocol implementation.
Thus, there is no guess-work on the accuracy of the model; it
is exactly the same as the actual packet processing application.

The majority of previous efforts related to network router
recovery have focused on recovery from hardware faults rather

 

Fig. 1. Secure Packet Processing Platform (SPPP) in Next-Generation
Virtualized Network Architecture.

than network attacks. In Zhou et al. [31], whole packets are
copied from the network router to an attached host processor
memory. If a fault is detected, the router is restarted with
the saved packets. Router state for this system is periodically
checkpointed to facilitate router restart. In Huang et al. [32],
a fault tolerant router structure is presented. Much of the
hardware in the router is replicated to provide an alternate
routing path if a single hardware failure occurs. In Luo and Fan
[33], unused processors in a multicore network processor are
used to provide redundancy. If a specific core fails, processing
is moved to an idle core. Although effective, none of these
approaches address monitoring and recovery from network
attacks that we describe below.

III. SYSTEM ARCHITECTURE

The goal of our work is to design a secure packet processing
platform (SPPP) for next-generation Internet routers. This
SPPP can be embedded on router ports as illustrated in
Figure 1. Before detailing the SPPP architecture, we briefly
discuss the security model for our work.

A. Security Model

For our work, we define a security model that is representa-
tive of the current Internet and what we expect from the next-
generation Internet. Attacks on network routers are motivated
by a number of different goals. The following list illustrates
this point but is not meant to be a complete enumeration of
all possible scenarios:

• Denial of service attack (e.g., disabling links or an en-
tire device, generating overwhelming traffic, configuring
routing loops);

• Modification of stored or monitored data (e.g., tampering
with log files);

• Extraction of secret information (e.g., reading of crypto-
graphic key material); and

• Hijacking of a hardware platform (e.g., reprogramming
of processors to send unsolicited emails).

To illustrate the types of attacks we consider in our work,
we present two specific attack examples. Note that our system
design can defend against a broader range of attacks than these



two, but the vulnerabilities shown are symptomatic of those
encountered in router systems.

1) Attack Examples: Two illustrative attack scenarios are

• Processing Attack: In this scenario, an attacker uses the
transmission of a data packet that causes the packet
processing program to misbehave. The attack could be
based on a buffer overflow, where certain data fields can
smash the processor stack. In many cases, changes to
the stack cause the program to crash. However, it is also
possible for an attacker to change the control flow such
that malicious code (e.g., contained in the packet) is ex-
ecuted. This type of attack has been used successfully to
gain access to end-systems through widely deployed and
vulnerable software. One of the most famous examples
is the Code Red worm that exploited a vulnerability in
a service of the Windows operating system and used it
to spread itself around the globe [34], [35]. As routers
provide more functionality, it becomes more difficult to
formally validate the correct operation of all protocol
features in all virtual slices. Thus, it becomes feasible
for this type of attack to be widely used by attackers.

• Denial-of-Service Attack: In this scenario, we consider
a situation where processing is performed correctly, but
the overall router system still behaves incorrectly. One
example is the use of a multicast function to (intentionally
or accidentally) launch a denial of service attack. It can
be envisioned that multicast can be implemented through
a loop that iterates over the interfaces to which a packet
needs to be forwarded. If this loop does not terminate
(e.g., due to an incorrect parameter in the packet or
multicast data structure) and continues to duplicate pack-
ets, the outgoing links can easily be saturated while the
router cannot forward any other packets. Such a problem
is particularly damaging in router systems as they are
located inside the network and are typically connected via
high-bandwidth links. Unlike end-systems, which have
very limited uplink connections, a router could easily
generate a denial of service attack with many Gigabits
per second of traffic.

In our system, the monitoring subsystem is able to detect
these attacks and initiate an immediate recovery process that
foils the attempt. It is also possible to use I/O monitoring to
detect an imbalance of incoming and outgoing packets caused
by such an attack.

2) Security Requirements: The above attack scenarios rely
on the ability of an attacker to gain remote access to the system
and change its behavior (i.e., change in instruction memory)
or its data (i.e., change in data memory). It is important to
note that in most attack scenarios a modification of behavior
is necessary even when modification of or access to data
is the ultimate goal of the attack. This leads to two main
security requirements, which ensure that the router continues
to perform correct protocol processing:

• Benign packets should be processed according to protocol
specifications without interference from possible attacks;

• Malicious traffic should be identified as quickly as pos-
sible (packets that belong to a connection that causes
malicious processing on the SPPP may be discarded

In addition to these functional requirements, there are sev-
eral performance requirements: fast detection, accuracy, low
overhead, and quick recovery.

3) Attacker Capabilities: The capabilities of an attacker
that define the potential attack space include the following:

• An attacker can send arbitrary data and control packets;
• An attacker can modify instruction and data memory

through exploits. We do not specify which exploits can
be used, but target a solution that can deal with the effects
of any such attack;

• An attacker cannot modify the source code or binary
of the protocol implementation before it is installed on
the router. Thus, the basis of what we define as correct
operation cannot be tampered with. However, once the
binary is installed on the router, the attacker may change
the binary as stated above;

• An attacker cannot physically access the router. Thus,
attacks are limited to remote exploits.

While we make some constraining assumptions, we believe
the defined attacker capabilities are general and representative
of typical network attacks.

B. Secure Packet Processing Platform

Any security mechanism for packet processing needs to
consider the following important criteria, which are met by
our design:

• Independence: A monitoring subsystem should use inde-
pendent system resources that overlap as little as possible
with the target of a potential attack. In particular, the
use of a single embedded processing system for both
protocol processing and security-related monitoring is
a bad choice. If an intruder can access the protocol
processor, then the monitor may be vulnerable to attacks.

• Low Overhead: Embedded packet processing systems
require a lightweight security solution that considers the
limitations of MPSoCs in terms of additional logic and
memory for monitoring.

• Fast Detection and Recovery: A monitoring subsystem
should be able to react as quickly as possible to an attack.
In particular, attacks that simply change memory state or
extract private data may require only a few instructions
to cause damage. Therefore, it is important to be able to
detect an attack within a few instructions. To maintain
the operation of a network router, it is also important to
quickly recover from an attack.

The SPPP architecture is shown in Figure 1. The two key
components are the monitoring subsystem shown on the right
and the recovery subsystem shown on the left. We discuss each
subsystem in more detail below. It is important to note that
computer networks can be logically divided into two parts: the
data plane, where data traffic is handled, and the control plane,
where routers exchange control information (e.g., routing
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Fig. 2. Architecture of a Secure Packet Processing Platform.

updates). The SPPP focuses on data plane processing since it is
the most crucial functionality of a router, but the monitoring
concept is equally applicable to control processors. Control
processors are typically simple unicore processors with small
numbers of processing tasks and thus they are less challenging
than data path network processors. Therefore, we believe that
a good solution for data plane processing can also be used to
protect the control plane.

C. Monitoring Subsystem

The monitoring system consists of two components: the pro-
cessing monitor, which is based on our prior work on security
in embedded single core systems [29], and the I/O monitor,
which is a new component that is designed specifically for
network systems.

1) Processing Monitor: The main idea behind our process-
ing monitor, which is illustrated in Figure 2, is to analyze
the binary code of a protocol processing implementation
and derive an augmented control flow graph. The embedded
processor reports on the progress of application processing at
run time by sending a stream of information to the monitoring
system. The monitoring system compares the stream to the
expected behavior of the program as derived from the exe-
cutable code. If the processor deviates from the set of possible
execution paths, it is assumed that an attacker has altered
the instruction store or program counter to alter the behavior
of the system. In that case, the recovery subsystem restores

the processing state stored before a particular packet was
processed. Our evaluation of an embedded system benchmark
shows that this monitoring technique can detect deviations
from expected program behavior within a single instruction
while only requiring a small amount of additional logic and
memory on the order of one tenth of the size of the protocol
processing implementation binary.

It is important to note that this design does not use intrusion
detection heuristics, which may be slow and computationally
expensive. Instead we use a novel multi-core monitoring plat-
form that can detect deviations from normal protocol process-
ing steps within a few instruction cycles. Such rapid detection
is essential for high-speed networks since the processing time
for a packet totals just a few microseconds.

2) I/O Monitor: The I/O monitor is designed to track the
I/O behavior of the router system. Monitoring takes place at a
granularity that is coarser than the per-instruction monitoring
of the processing monitor. The I/O monitor correlates the
flow of outgoing packets to the flow of incoming packets.
By tracking such information, the monitor can determine
when conditions occur that are considered unusual from a
networking perspective. These conditions may not be detected
by the processing monitor since they may be caused by the
correct execution of instructions. Examples of such conditions
include the dropping of incoming packets that is not due to
congestion and the transmission of large numbers of packets
that is not triggered by incoming packets (e.g., denial of



 

Fig. 3. Example of State Recovery in Intrusion Detection.

service attack, etc.).
The I/O monitor uses information gathered at the I/O

interfaces (i.e., not at the processor cores) to infer the correct
operation of the router. Possible types of information in the
design of the I/O logic are:

• Count: The count of outgoing packets is related to the
count of incoming packets (over a window) to indicate the
general flow of packets. This approach can be extended
to account for dropped packets, multicast, and similar
special cases.

• Attribution: By uniquely marking incoming packets and
passing this marking through the system, it is possible to
attribute outgoing packets to their “origin.” Such attribu-
tion allows the identification of misbehaving processing
features (or network slices). Based on this technique, per-
flow or per-slice transmission limits can be enforced.

• Timing: By recording timing information between in-
coming and outgoing packets, the system delay can be
measured (assuming that packets can be distinguished
using attribution). Delay information can be used to
identify functional and performance problems.

Based on the information obtained from the I/O monitor,
higher-level security problems can be identified and system
recovery can be initiated.

D. Recovery Subsystem

The recovery of the router system after an attack (i.e., devi-
ation from protocol processing) has occurred is an important
aspect of a security system. Ideally, an attack should have as
little impact as possible to avoid a denial-of-service abuse of
the monitoring system. It would seem that recovery in network
systems is a simple process because the Internet Protocol
inherently does not provide delivery guarantees and thus
packet loss is acceptable (and can be dealt with through TCP
and similar protocols). However, as more stateful processing
features are introduced into the network, we require more
effective recovery mechanisms.

To illustrate the importance of recovery, consider an intru-
sion detection system that scans for a signature of malicious
traffic in a stream of packets [36], [37]. For effective detection,
it is necessary to consider signatures that are split across
multiple packets (see Figure 3). An attacker could hide a
split signature by introducing an “attack packet” between
the packets. The attack could possibly alter or destroy the
detection state that was stored at the end of the first packet.
In such a case, the second part of the signature could not

be matched successfully and malicious traffic would reach its
target. To avoid this and many similar problems, we introduce
a recovery mechanism into our Secure Packet Processing
Platform.

The recovery mechanism design is based on per-flow check-
pointing. In such a system, processing state is preserved at the
granularity of packets. The recovery mechanism is based on
the following process:

1) When processing a packet, record all memory operations
to a shadow memory. This allows for state recovery
if processing of subsequent packets causes a processor
failure.

2) When the processing of a packet has successfully com-
pleted, backup the processor register values to shadow
registers and commit shadow memory operations.

3) When the processing of a packet causes a processor
failure (as identified by the processing monitor), restore
register values from shadow registers and clear (i.e.,
do not commit) shadow memory operations. This step
restores the processing state to values stored before
processing was started.

The processor pipeline is flushed at the end of packet pro-
cessing (successful or not). In the case of processor failure,
the packet causing the problem is discarded.

Our design differs from previous checkpointing approaches
used by microprocessors [38], [39] by providing checkpointing
at a finer granularity (a packet). The lack of caches in network
processors simplifies the per-packet backup of critical register
and data values. Note that maintaining the state information for
checkpointing is not significantly more expensive than main-
taining per-flow processing state, which is already necessary
to support the level of custom processing that can be expected
to be encountered in the next-generation Internet.

IV. RESULTS

We show results on the monitoring effectiveness for single-
core and multi-core systems.

A. Monitoring Stream Information

As shown in Figure 2, the monitoring subsystem tracks
processing progress via the monitoring stream provided by
the processor. In our prior work, we have evaluated different
monitoring stream information and their effectiveness for
detecting attacks [29]. We briefly provide an overview on
the results from this work, which was focused on a single-
core implementation, before discussing extensions to multi-
core systems.

We consider the following “patterns” as design alternatives
for the monitoring information stream:

• Address Pattern: The address of an instruction is a unique
indicator, but it does not contain any information about
the operation that corresponds to the instruction. An
attacker can simply replace instructions without being
detected.

• Opcode Pattern: The opcode pattern tracks the instruction
opcode and thus represents a program’s functionality.



TABLE I
PERFORMANCE OF MONITOR TO DETECT BIT FLIP ATTACKS (FROM

[29]). THE RESULTS ARE BASED ON 100 SIMULATIONS USING THE GSM

APPLICATION.

Monitoring undetected avg. no. of
pattern bit flips instr. to

out of 100 runs detection
address 87 49.1
opcode 60 1.2
load/store 76 15.8
control flow 74 23.6
hash4 6 1

An attacker would need to replace a program with an
identical sequence of opcodes.

• Load/Store Pattern: This pattern tracks memory access
operations and their target registers (since target addresses
cannot be determined statically). This pattern shows the
same vulnerabilities as the opcode pattern.

• Control Flow Pattern: The control flow pattern tracks
control flow operations (i.e., branches, calls, returns) and
allows the monitor to track any change in the program
counter. This pattern exhibits a vulnerability that is
similar to an address pattern since there it contains no
information about the actual operation of the processor.

• Hashed Pattern: A pattern that we developed in prior work
and that addresses the shortcomings of the above patterns
is the hashed pattern [29]. In this case, several pieces of
information (in our case an instruction address and an
instruction word) can be compacted to a smaller hash
value. This is particularly useful since opcodes, operands,
etc. can consume a lot of memory space. This pattern can
be used with different lengths of hash functions. We use
the function name hashn to indicate that an n-bit hash
function is used. To circumvent this monitor, an attacker
would need to craft an instruction sequence with identical
hash values, which is very difficult, especially for larger
values of n.

The quantitative tradeoffs between these patterns are consid-
ered below.

B. Single-Core Monitor

The single-core monitor is the basic building block for mon-
itoring. The main performance considerations are the ability to
detect attacks quickly and to do so with low overhead. We use
the MiBench benchmark suite [40] to generate workloads that
are similar to what can be expected on an SPPP. We employ
the SimpleScalar simulator [41] to extract relevant monitoring
information and the objdump utility for binary analysis to
generate monitoring graphs.

Figure 4 shows the size requirements of different infor-
mation streams graphs. As a comparison, the size of the
application binary is also shown. Most graphs require only
in the order of 10% of the size of the application binary and
thus do not incur significant overhead.

Table I shows the detection performance of the monitor.
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The hash4 pattern can detect all but 6% of the attacks (due
to hash collisions, which can be reduced with a larger hash
size). The important metric is the number of instructions that
are executed until the attack is detected. This delay provides
a potential window for the attacker. For the hash4 pattern, the
attack can be detected in a single instruction.

These results show that effective attack detection on real
applications can be achieved with an overhead of around 10%
additional instruction memory and the logic necessary for
implementing the comparison monitor.

C. Multi-Core Monitor

When monitoring multiple processor cores in a single
system, it is possible to amortize the overhead for storing the
monitoring graph among cores that execute the same code.



While packet processing systems typically do not use SIMD
processing, they often execute the same code independently
on multiple cores [42]. Similar to how share instruction stores
are used, shared monitoring graph storage can be employed.
To illustrate the effectiveness of such a sharing architecture,
Figure 5 shows the overhead for monitoring for varying
numbers of cores and distinct tasks. Processors that execute
the same task can share the storage used by monitors (but
not the comparison logic). It is assumed that task allocations
are done independently of each other. The overhead is the
per-core overhead relative to a single monitor. As the number
of cores increases, more sharing is possible and the overhead
decreases. With an increase in task diversity, sharing becomes
more difficult and the overhead increases. Nevertheless, the
relative overhead in a multi-core architecture with sharing is
less than that of a single-core system. Thus, our proposed
monitoring system will require relatively less system resources
when using highly parallel multi-core packet processors.

V. SUMMARY AND CONCLUSIONS

We have presented a novel approach to addressing security
vulnerabilities within the networking infrastructure itself. Our
SPPP architecture uses monitoring to detect an attack and
a recovery subsystem to limit its impact. Our results show
that the proposed architecture can detect attacks and can be
implemented efficiently. The system may be deployed in next-
generation network testbeds to assess the practical impact of
defending network infrastructure.

REFERENCES

[1] A. Feldmann, “Internet clean-slate design: what and why?” SIGCOMM
Computer Communication Review, vol. 37, no. 3, pp. 59–64, Jul. 2007.

[2] T. Wolf, “Challenges and applications for network-processor-based
programmable routers,” in Proc. of IEEE Sarnoff Symposium, Princeton,
NJ, Mar. 2006.

[3] D. D. Clark, “The design philosophy of the DARPA Internet protocols,”
in Proc. of ACM SIGCOMM 88, Stanford, CA, Aug. 1988, pp. 106–114.

[4] D. L. Tennenhouse and D. J. Wetherall, “Towards an active network ar-
chitecture,” ACM SIGCOMM Computer Communication Review, vol. 26,
no. 2, pp. 5–18, Apr. 1996.

[5] N. T. Bhatti and R. D. Schlichting, “A system for constructing con-
figurable high-level protocols,” in SIGCOMM ’95: Proceedings of the
conference on Applications, technologies, architectures, and protocols
for computer communication, Cambridge, MA, Aug. 1995, pp. 138–
150.

[6] T. Wolf, “Service-centric end-to-end abstractions in next-generation
networks,” in Proc. of Fifteenth IEEE International Conference on
Computer Communications and Networks (ICCCN), Arlington, VA, Oct.
2006, pp. 79–86.

[7] S. Ganapathy and T. Wolf, “Design of a network service architecture,”
in Proc. of Sixteenth IEEE International Conference on Computer
Communications and Networks (ICCCN), Honolulu, HI, Aug. 2007, pp.
754–759.

[8] N. C. Hutchinson and L. L. Peterson, “The x-kernel: An architecture
for implementing network protocols,” IEEE Transactions on Software
Engineering, vol. 17, no. 1, pp. 64–76, Jan. 1991.

[9] L. Ruf, K. Farkas, H. Hug, and B. Plattner, “Network services on service
extensible routers,” in Proc. of Seventh Annual International Working
Conference on Active Networking (IWAN 2005), Sophia Antipolis,
France, Nov. 2005.

[10] T. Anderson, L. Peterson, S. Shenker, and J. Turner, “Overcoming the
Internet impasse through virtualization,” Computer, vol. 38, no. 4, pp.
34–41, Apr. 2005.

[11] Intel Second Generation Network Processor, Intel Corporation, 2005,
http://www.intel.com/design/network/products/npfamily/.

[12] NP-3 – 30-Gigabit Network Processor with Integrated Traffic Man-
agement, EZchip Technologies Ltd., Yokneam, Israel, May 2007, http:
//www.ezchip.com/.

[13] APP3300 Family of Advanced Communication Processors, LSI Corpo-
ration, Aug. 2007, http://www.lsi.com/.

[14] J. S. Turner, P. Crowley, J. DeHart, A. Freestone, B. Heller, F. Kuhns,
S. Kumar, J. Lockwood, J. Lu, M. Wilson, C. Wiseman, and D. Zar,
“Supercharging PlanetLab: a high performance, multi-application, over-
lay network platform,” in SIGCOMM ’07: Proceedings of the 2007
conference on Applications, technologies, architectures, and protocols
for computer communications, Kyoto, Japan, Aug. 2007, pp. 85–96.

[15] A. Bavier, N. Feamster, M. Huang, L. Peterson, and J. Rexford, “In VINI
veritas: realistic and controlled network experimentation,” in SIGCOMM
’06: Proceedings of the 2006 Conference on Applications, Technologies,
Architectures, and Protocols for Computer Communications, Pisa, Italy,
Aug. 2006, pp. 3–14.

[16] D. Geer, “Malicious bots threaten network security,” Computer, vol. 38,
no. 1, pp. 18–20, 2005.

[17] A. Hussain, J. Heidemann, and C. Papadopoulos, “A framework for
classifying denial of service attacks,” in SIGCOMM ’03: Proceedings
of the 2003 conference on Applications, technologies, architectures,
and protocols for computer communications, Karlsruhe, Germany, Aug.
2003, pp. 99–110.

[18] A. Kuzmanovic and E. W. Knightly, “Low-rate TCP-targeted denial of
service attacks: the shrew vs. the mice and elephants,” in SIGCOMM
’03: Proceedings of the 2003 conference on Applications, technologies,
architectures, and protocols for computer communications, Karlsruhe,
Germany, Aug. 2003, pp. 75–86.

[19] J. Xia, L. Gao, and T. Fei, “Flooding attacks by exploiting persistent
forwarding loops,” in IMC ’05: Proceedings of the 5th ACM SIGCOMM
Conference on Internet Measurement, Berkeley, CA, Oct. 2005.

[20] S. Parameswaran and T. Wolf, “Embedded systems security – an
overview,” Design Automation for Embedded Systems, vol. 12, no. 3,
pp. 173–183, Sep. 2008.

[21] S. Ravi, A. Raghunathan, and S. Chakradhar, “Tamper resistance mech-
anisms for secure, embedded systems,” in Proc. of 17th International
Conference on VLSI Design (VLSI Design 2004), Mumbai, India, Jan.
2004, pp. 605–611.

[22] A. Wood and J. A. Stankovic, “Denial of service in sensor networks,”
IEEE Computer, vol. 35, no. 10, pp. 54–62, Oct. 2002.

[23] P. Kocher, J. Jaffe, and B. Jun, “Differential power analysis,” in Proc.
of the 19th Annual International Cryptology Conference on Advances in
Cryptology (CRYPTO ’99), ser. Lecture Notes in Computer Science, vol.
1666. London, United Kingdom: Springer-Verlag, 1999, pp. 388–397.

[24] G. Gogniat, T. Wolf, W. Burleson, J.-P. Diguet, L. Bossuet, and R. Vaslin,
“Reconfigurable hardware for high-security/high-performance embedded
systems: the SAFES perspective,” IEEE Transactions on Very Large
Scale Integration (VLSI) Systems, vol. 16, no. 2, pp. 144–155, Feb. 2008.

[25] M. Hicks, P. Kakkar, J. T. Moore, C. A. Gunter, and S. Nettles,
“PLAN: A packet language for active networks,” in Proc. of the Third
ACM SIGPLAN International Conference on Functional Programming
Languages. ACM, 1998, pp. 86–93.

[26] D. Arora, S. Ravi, A. Raghunathan, and N. K. Jha, “Secure embedded
processing through hardware-assisted run-time monitoring,” in Proc. of
the Design, Automation and Test in Europe Conference and Exhibition
(DATE’05), Munich, Germany, Mar. 2005, pp. 178–183.

[27] R. G. Ragel and S. Parameswaran, “IMPRES: integrated monitoring
for processor reliability and security,” in Proc. of the 43rd Annual
Conference on Design Automation (DAC), San Francisco, CA, USA,
Jul. 2006, pp. 502–505.

[28] J. Zambreno, A. Choudhary, R. Simha, B. Narahari, and N. Memon,
“SAFE-OPS: An approach to embedded software security,” Transactions
on Embedded Computing Sys., vol. 4, no. 1, pp. 189–210, Feb. 2005.

[29] S. Mao and T. Wolf, “Hardware support for secure processing in
embedded systems,” in Proc. of 44th Design Automation Conference
(DAC), San Diego, CA, Jun. 2007, pp. 483–488.

[30] G. F. Cretu, J. J. Parekh, K. Wang, and S. J. Stolfo, “Intrusion and
anomaly detection model exchange for mobile ad-hoc networks,” in
Proc. of 3rd IEEE on Consumer Communications and Networking
Conference (CCNC 2006), Las Vegas, NV, Jan. 2006, pp. 635–639.

[31] Y. Zhou, V. Lakamraju, I. Koren, and C. M. Krishna, “Software-based
failure detection and recovery in programmable network interfaces,”
IEEE Transactions on Parallel and Distributed Systems, vol. 18, no. 11,
pp. 1539–1550, Nov. 2007.



[32] N.-F. Huang, Y.-T. Chen, Y.-C. Chen, C.-N. Kao, and J. Chiou, “A
network processor-based fault-tolerance architecture for critical network
equipments,” in Proc. of Information Networking, Networking Tech-
nologies for Broadband and Mobile Networks, International Conference
(ICOIN), ser. Lecture Notes in Computer Science, vol. 3090. Busan,
Korea: Springer Verlag, Feb. 2004, pp. 763–772.

[33] Y. Luo and J. Fan, “Fault tolerant practices on network processors
for dependable network processing,” in Proc. of IEEE International
Symposium on Parallel and Distributed Processing (IPDPS), Miami,
FL, Apr. 2008.

[34] CERT Advisory CA-2001-19 “Code Red” Worm Exploiting Buffer Over-
flow In IIS Indexing Service DLL, CERT Coordination Center, Carnegie
Mellon University, Pittsburgh, PA, Jul. 2001.

[35] D. Moore, C. Shannon, and J. Brown, “Code-Red: a case study on the
spread and victims of an internet worm,” in IMW ’02: Proceedings of
the 2nd ACM SIGCOMM Workshop on Internet measurment, Marseille,
France, Nov. 2002, pp. 273–284.

[36] H.-J. Jung, Z. Baker, and V. Prasanna, “Performance of FPGA imple-
mentation of bit-split architecture for intrusion detection systems,” in
Proc. of 20th IEEE International Parallel and Distributed Processing
Symposium (IPDPS), Rhodes Island, Greece, Apr. 2006.

[37] A. Das, D. Nguyen, J. Zambreno, G. Memik, and A. Choudhary, “An
fpga-based network intrusion detection architecture,” IEEE Transactions
on Information Forensics and Security, vol. 3, no. 1, pp. 118–132, Mar.
2008.

[38] B. T. Gold, J. C. Smolens, B. Falsafi, and J. C. Hoe, “The granularity of
soft-error containment in shared memory multiprocessors,” in Proc. of
Workshop on System Effects of Logic Soft Errors, Urbana-Champaign,
Apr. 2006.

[39] R. Teodorescu, J. Nakano, and J. Torrellas, “SWICH: A prototype for
efficient cache-level checkpointing and rollback,” IEEE Micro, vol. 26,
no. 5, pp. 28–40, Sep. 2006.

[40] M. R. Guthaus, J. S. Ringenberg, D. Ernst, T. M. Austin, T. Mudge, and
R. B. Brown, “MiBench: A free, commercially representative embedded
benchmark suite,” in Proc. of IEEE 4th Annual Workshop on Workload
Characterization, Austin, TX, Dec. 2001.

[41] D. Burger and T. M. Austin, “The SimpleScalar tool set, version 2.0,”
Department of Computer Science, University of Wisconsin in Madison,
Tech. Rep. 1342, Jun. 1997.

[42] Q. Wu and T. Wolf, “On runtime management in multi-core packet
processing systems,” in Proc. of ACM/IEEE Symposium on Architectures
for Networking and Communication Systems (ANCS), San Jose, CA,
Nov. 2008.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /AbadiMT-CondensedLight
    /ACaslon-Italic
    /ACaslon-Regular
    /ACaslon-Semibold
    /ACaslon-SemiboldItalic
    /AdobeArabic-Bold
    /AdobeArabic-BoldItalic
    /AdobeArabic-Italic
    /AdobeArabic-Regular
    /AdobeHebrew-Bold
    /AdobeHebrew-BoldItalic
    /AdobeHebrew-Italic
    /AdobeHebrew-Regular
    /AdobeHeitiStd-Regular
    /AdobeMingStd-Light
    /AdobeMyungjoStd-Medium
    /AdobePiStd
    /AdobeSansMM
    /AdobeSerifMM
    /AdobeSongStd-Light
    /AdobeThai-Bold
    /AdobeThai-BoldItalic
    /AdobeThai-Italic
    /AdobeThai-Regular
    /AGaramond-Bold
    /AGaramond-BoldItalic
    /AGaramond-Italic
    /AGaramond-Regular
    /AGaramond-Semibold
    /AGaramond-SemiboldItalic
    /AgencyFB-Bold
    /AgencyFB-Reg
    /AGOldFace-Outline
    /AharoniBold
    /Algerian
    /Americana
    /Americana-ExtraBold
    /AndaleMono
    /AndaleMonoIPA
    /AngsanaNew
    /AngsanaNew-Bold
    /AngsanaNew-BoldItalic
    /AngsanaNew-Italic
    /AngsanaUPC
    /AngsanaUPC-Bold
    /AngsanaUPC-BoldItalic
    /AngsanaUPC-Italic
    /Anna
    /ArialAlternative
    /ArialAlternativeSymbol
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialMT-Black
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /ArrusBT-Bold
    /ArrusBT-BoldItalic
    /ArrusBT-Italic
    /ArrusBT-Roman
    /AvantGarde-Book
    /AvantGarde-BookOblique
    /AvantGarde-Demi
    /AvantGarde-DemiOblique
    /AvantGardeITCbyBT-Book
    /AvantGardeITCbyBT-BookOblique
    /BakerSignet
    /BankGothicBT-Medium
    /Barmeno-Bold
    /Barmeno-ExtraBold
    /Barmeno-Medium
    /Barmeno-Regular
    /Baskerville
    /BaskervilleBE-Italic
    /BaskervilleBE-Medium
    /BaskervilleBE-MediumItalic
    /BaskervilleBE-Regular
    /Baskerville-Bold
    /Baskerville-BoldItalic
    /Baskerville-Italic
    /BaskOldFace
    /Batang
    /BatangChe
    /Bauhaus93
    /Bellevue
    /BellGothicStd-Black
    /BellGothicStd-Bold
    /BellGothicStd-Light
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlingAntiqua-Bold
    /BerlingAntiqua-BoldItalic
    /BerlingAntiqua-Italic
    /BerlingAntiqua-Roman
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BernhardModernBT-Bold
    /BernhardModernBT-BoldItalic
    /BernhardModernBT-Italic
    /BernhardModernBT-Roman
    /BiffoMT
    /BinnerD
    /BinnerGothic
    /BlackadderITC-Regular
    /Blackoak
    /Bodoni
    /Bodoni-Bold
    /Bodoni-BoldItalic
    /Bodoni-Italic
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /Bodoni-Poster
    /Bodoni-PosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /Bookman-Demi
    /Bookman-DemiItalic
    /Bookman-Light
    /Bookman-LightItalic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolOne-Regular
    /BookshelfSymbolSeven
    /BookshelfSymbolThree-Regular
    /BookshelfSymbolTwo-Regular
    /Botanical
    /Boton-Italic
    /Boton-Medium
    /Boton-MediumItalic
    /Boton-Regular
    /Boulevard
    /BradleyHandITC
    /Braggadocio
    /BritannicBold
    /Broadway
    /BrowalliaNew
    /BrowalliaNew-Bold
    /BrowalliaNew-BoldItalic
    /BrowalliaNew-Italic
    /BrowalliaUPC
    /BrowalliaUPC-Bold
    /BrowalliaUPC-BoldItalic
    /BrowalliaUPC-Italic
    /BrushScript
    /BrushScriptMT
    /CaflischScript-Bold
    /CaflischScript-Regular
    /Calibri
    /Calibri-Bold
    /Calibri-BoldItalic
    /Calibri-Italic
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /Cambria
    /Cambria-Bold
    /Cambria-BoldItalic
    /Cambria-Italic
    /CambriaMath
    /Candara
    /Candara-Bold
    /Candara-BoldItalic
    /Candara-Italic
    /Carta
    /CaslonOpenfaceBT-Regular
    /Castellar
    /CastellarMT
    /Centaur
    /Centaur-Italic
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchL-Bold
    /CenturySchL-BoldItal
    /CenturySchL-Ital
    /CenturySchL-Roma
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /CGTimes-Bold
    /CGTimes-BoldItalic
    /CGTimes-Italic
    /CGTimes-Regular
    /CharterBT-Bold
    /CharterBT-BoldItalic
    /CharterBT-Italic
    /CharterBT-Roman
    /CheltenhamITCbyBT-Bold
    /CheltenhamITCbyBT-BoldItalic
    /CheltenhamITCbyBT-Book
    /CheltenhamITCbyBT-BookItalic
    /Chiller-Regular
    /CMB10
    /CMBSY10
    /CMBSY5
    /CMBSY6
    /CMBSY7
    /CMBSY8
    /CMBSY9
    /CMBX10
    /CMBX12
    /CMBX5
    /CMBX6
    /CMBX7
    /CMBX8
    /CMBX9
    /CMBXSL10
    /CMBXTI10
    /CMCSC10
    /CMCSC8
    /CMCSC9
    /CMDUNH10
    /CMEX10
    /CMEX7
    /CMEX8
    /CMEX9
    /CMFF10
    /CMFI10
    /CMFIB8
    /CMINCH
    /CMITT10
    /CMMI10
    /CMMI12
    /CMMI5
    /CMMI6
    /CMMI7
    /CMMI8
    /CMMI9
    /CMMIB10
    /CMMIB5
    /CMMIB6
    /CMMIB7
    /CMMIB8
    /CMMIB9
    /CMR10
    /CMR12
    /CMR17
    /CMR5
    /CMR6
    /CMR7
    /CMR8
    /CMR9
    /CMSL10
    /CMSL12
    /CMSL8
    /CMSL9
    /CMSLTT10
    /CMSS10
    /CMSS12
    /CMSS17
    /CMSS8
    /CMSS9
    /CMSSBX10
    /CMSSDC10
    /CMSSI10
    /CMSSI12
    /CMSSI17
    /CMSSI8
    /CMSSI9
    /CMSSQ8
    /CMSSQI8
    /CMSY10
    /CMSY5
    /CMSY6
    /CMSY7
    /CMSY8
    /CMSY9
    /CMTCSC10
    /CMTEX10
    /CMTEX8
    /CMTEX9
    /CMTI10
    /CMTI12
    /CMTI7
    /CMTI8
    /CMTI9
    /CMTT10
    /CMTT12
    /CMTT8
    /CMTT9
    /CMU10
    /CMVTT10
    /ColonnaMT
    /Colossalis-Bold
    /ComicSansMS
    /ComicSansMS-Bold
    /Consolas
    /Consolas-Bold
    /Consolas-BoldItalic
    /Consolas-Italic
    /Constantia
    /Constantia-Bold
    /Constantia-BoldItalic
    /Constantia-Italic
    /CooperBlack
    /CopperplateGothic-Bold
    /CopperplateGothic-Light
    /Copperplate-ThirtyThreeBC
    /Corbel
    /Corbel-Bold
    /Corbel-BoldItalic
    /Corbel-Italic
    /CordiaNew
    /CordiaNew-Bold
    /CordiaNew-BoldItalic
    /CordiaNew-Italic
    /CordiaUPC
    /CordiaUPC-Bold
    /CordiaUPC-BoldItalic
    /CordiaUPC-Italic
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Courier-Oblique
    /CourierStd
    /CourierStd-Bold
    /CourierStd-BoldOblique
    /CourierStd-Oblique
    /CourierX-Bold
    /CourierX-BoldOblique
    /CourierX-Oblique
    /CourierX-Regular
    /CreepyRegular
    /CurlzMT
    /David-Bold
    /David-Reg
    /DavidTransparent
    /Desdemona
    /DilleniaUPC
    /DilleniaUPCBold
    /DilleniaUPCBoldItalic
    /DilleniaUPCItalic
    /Dingbats
    /DomCasual
    /Dotum
    /DotumChe
    /EdwardianScriptITC
    /Elephant-Italic
    /Elephant-Regular
    /EngraversGothicBT-Regular
    /EngraversMT
    /EraserDust
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /ErieBlackPSMT
    /ErieLightPSMT
    /EriePSMT
    /EstrangeloEdessa
    /Euclid
    /Euclid-Bold
    /Euclid-BoldItalic
    /EuclidExtra
    /EuclidExtra-Bold
    /EuclidFraktur
    /EuclidFraktur-Bold
    /Euclid-Italic
    /EuclidMathOne
    /EuclidMathOne-Bold
    /EuclidMathTwo
    /EuclidMathTwo-Bold
    /EuclidSymbol
    /EuclidSymbol-Bold
    /EuclidSymbol-BoldItalic
    /EuclidSymbol-Italic
    /EucrosiaUPC
    /EucrosiaUPCBold
    /EucrosiaUPCBoldItalic
    /EucrosiaUPCItalic
    /EUEX10
    /EUEX7
    /EUEX8
    /EUEX9
    /EUFB10
    /EUFB5
    /EUFB7
    /EUFM10
    /EUFM5
    /EUFM7
    /EURB10
    /EURB5
    /EURB7
    /EURM10
    /EURM5
    /EURM7
    /EuroMono-Bold
    /EuroMono-BoldItalic
    /EuroMono-Italic
    /EuroMono-Regular
    /EuroSans-Bold
    /EuroSans-BoldItalic
    /EuroSans-Italic
    /EuroSans-Regular
    /EuroSerif-Bold
    /EuroSerif-BoldItalic
    /EuroSerif-Italic
    /EuroSerif-Regular
    /EuroSig
    /EUSB10
    /EUSB5
    /EUSB7
    /EUSM10
    /EUSM5
    /EUSM7
    /FelixTitlingMT
    /Fences
    /FencesPlain
    /FigaroMT
    /FixedMiriamTransparent
    /FootlightMTLight
    /Formata-Italic
    /Formata-Medium
    /Formata-MediumItalic
    /Formata-Regular
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItalic
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItalic
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItalic
    /FranklinGothicITCbyBT-Book
    /FranklinGothicITCbyBT-BookItal
    /FranklinGothicITCbyBT-Demi
    /FranklinGothicITCbyBT-DemiItal
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItalic
    /FrankRuehl
    /FreesiaUPC
    /FreesiaUPCBold
    /FreesiaUPCBoldItalic
    /FreesiaUPCItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /Frutiger-Black
    /Frutiger-BlackCn
    /Frutiger-BlackItalic
    /Frutiger-Bold
    /Frutiger-BoldCn
    /Frutiger-BoldItalic
    /Frutiger-Cn
    /Frutiger-ExtraBlackCn
    /Frutiger-Italic
    /Frutiger-Light
    /Frutiger-LightCn
    /Frutiger-LightItalic
    /Frutiger-Roman
    /Frutiger-UltraBlack
    /Futura-Bold
    /Futura-BoldOblique
    /Futura-Book
    /Futura-BookOblique
    /FuturaBT-Bold
    /FuturaBT-BoldItalic
    /FuturaBT-Book
    /FuturaBT-BookItalic
    /FuturaBT-Medium
    /FuturaBT-MediumItalic
    /Futura-Light
    /Futura-LightOblique
    /GalliardITCbyBT-Bold
    /GalliardITCbyBT-BoldItalic
    /GalliardITCbyBT-Italic
    /GalliardITCbyBT-Roman
    /Garamond
    /Garamond-Bold
    /Garamond-BoldCondensed
    /Garamond-BoldCondensedItalic
    /Garamond-BoldItalic
    /Garamond-BookCondensed
    /Garamond-BookCondensedItalic
    /Garamond-Italic
    /Garamond-LightCondensed
    /Garamond-LightCondensedItalic
    /Gautami
    /GeometricSlab703BT-Light
    /GeometricSlab703BT-LightItalic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /GeorgiaRef
    /Giddyup
    /Giddyup-Thangs
    /Gigi-Regular
    /GillSans
    /GillSans-Bold
    /GillSans-BoldItalic
    /GillSans-Condensed
    /GillSans-CondensedBold
    /GillSans-Italic
    /GillSans-Light
    /GillSans-LightItalic
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /GloucesterMT-ExtraCondensed
    /Gothic-Thirteen
    /GoudyOldStyleBT-Bold
    /GoudyOldStyleBT-BoldItalic
    /GoudyOldStyleBT-Italic
    /GoudyOldStyleBT-Roman
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /GoudyTextMT-LombardicCapitals
    /GSIDefaultSymbols
    /Gulim
    /GulimChe
    /Gungsuh
    /GungsuhChe
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /Helvetica
    /Helvetica-Black
    /Helvetica-BlackOblique
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Condensed
    /Helvetica-Condensed-Black
    /Helvetica-Condensed-BlackObl
    /Helvetica-Condensed-Bold
    /Helvetica-Condensed-BoldObl
    /Helvetica-Condensed-Light
    /Helvetica-Condensed-LightObl
    /Helvetica-Condensed-Oblique
    /Helvetica-Fraction
    /Helvetica-Narrow
    /Helvetica-Narrow-Bold
    /Helvetica-Narrow-BoldOblique
    /Helvetica-Narrow-Oblique
    /Helvetica-Oblique
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Humanist521BT-BoldCondensed
    /Humanist521BT-Light
    /Humanist521BT-LightItalic
    /Humanist521BT-RomanCondensed
    /Imago-ExtraBold
    /Impact
    /ImprintMT-Shadow
    /InformalRoman-Regular
    /IrisUPC
    /IrisUPCBold
    /IrisUPCBoldItalic
    /IrisUPCItalic
    /Ironwood
    /ItcEras-Medium
    /ItcKabel-Bold
    /ItcKabel-Book
    /ItcKabel-Demi
    /ItcKabel-Medium
    /ItcKabel-Ultra
    /JasmineUPC
    /JasmineUPC-Bold
    /JasmineUPC-BoldItalic
    /JasmineUPC-Italic
    /JoannaMT
    /JoannaMT-Italic
    /Jokerman-Regular
    /JuiceITC-Regular
    /Kartika
    /Kaufmann
    /KaufmannBT-Bold
    /KaufmannBT-Regular
    /KidTYPEPaint
    /KinoMT
    /KodchiangUPC
    /KodchiangUPC-Bold
    /KodchiangUPC-BoldItalic
    /KodchiangUPC-Italic
    /KorinnaITCbyBT-Regular
    /KozGoProVI-Medium
    /KozMinProVI-Regular
    /KristenITC-Regular
    /KunstlerScript
    /Latha
    /LatinWide
    /LetterGothic
    /LetterGothic-Bold
    /LetterGothic-BoldOblique
    /LetterGothic-BoldSlanted
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LetterGothic-Slanted
    /LetterGothicStd
    /LetterGothicStd-Bold
    /LetterGothicStd-BoldSlanted
    /LetterGothicStd-Slanted
    /LevenimMT
    /LevenimMTBold
    /LilyUPC
    /LilyUPCBold
    /LilyUPCBoldItalic
    /LilyUPCItalic
    /Lithos-Black
    /Lithos-Regular
    /LotusWPBox-Roman
    /LotusWPIcon-Roman
    /LotusWPIntA-Roman
    /LotusWPIntB-Roman
    /LotusWPType-Roman
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Lydian
    /Magneto-Bold
    /MaiandraGD-Regular
    /Mangal-Regular
    /Map-Symbols
    /MathA
    /MathB
    /MathC
    /Mathematica1
    /Mathematica1-Bold
    /Mathematica1Mono
    /Mathematica1Mono-Bold
    /Mathematica2
    /Mathematica2-Bold
    /Mathematica2Mono
    /Mathematica2Mono-Bold
    /Mathematica3
    /Mathematica3-Bold
    /Mathematica3Mono
    /Mathematica3Mono-Bold
    /Mathematica4
    /Mathematica4-Bold
    /Mathematica4Mono
    /Mathematica4Mono-Bold
    /Mathematica5
    /Mathematica5-Bold
    /Mathematica5Mono
    /Mathematica5Mono-Bold
    /Mathematica6
    /Mathematica6Bold
    /Mathematica6Mono
    /Mathematica6MonoBold
    /Mathematica7
    /Mathematica7Bold
    /Mathematica7Mono
    /Mathematica7MonoBold
    /MatisseITC-Regular
    /MaturaMTScriptCapitals
    /Mesquite
    /Mezz-Black
    /Mezz-Regular
    /MICR
    /MicrosoftSansSerif
    /MingLiU
    /Minion-BoldCondensed
    /Minion-BoldCondensedItalic
    /Minion-Condensed
    /Minion-CondensedItalic
    /Minion-Ornaments
    /MinionPro-Bold
    /MinionPro-BoldIt
    /MinionPro-It
    /MinionPro-Regular
    /MinionPro-Semibold
    /MinionPro-SemiboldIt
    /Miriam
    /MiriamFixed
    /MiriamTransparent
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MonotypeSorts
    /MSAM10
    /MSAM5
    /MSAM6
    /MSAM7
    /MSAM8
    /MSAM9
    /MSBM10
    /MSBM5
    /MSBM6
    /MSBM7
    /MSBM8
    /MSBM9
    /MS-Gothic
    /MSHei
    /MSLineDrawPSMT
    /MS-Mincho
    /MSOutlook
    /MS-PGothic
    /MS-PMincho
    /MSReference1
    /MSReference2
    /MSReferenceSansSerif
    /MSReferenceSansSerif-Bold
    /MSReferenceSansSerif-BoldItalic
    /MSReferenceSansSerif-Italic
    /MSReferenceSerif
    /MSReferenceSerif-Bold
    /MSReferenceSerif-BoldItalic
    /MSReferenceSerif-Italic
    /MSReferenceSpecialty
    /MSSong
    /MS-UIGothic
    /MT-Extra
    /MT-Symbol
    /MT-Symbol-Italic
    /MVBoli
    /Myriad-Bold
    /Myriad-BoldItalic
    /Myriad-Italic
    /MyriadPro-Black
    /MyriadPro-BlackIt
    /MyriadPro-Bold
    /MyriadPro-BoldIt
    /MyriadPro-It
    /MyriadPro-Light
    /MyriadPro-LightIt
    /MyriadPro-Regular
    /MyriadPro-Semibold
    /MyriadPro-SemiboldIt
    /Myriad-Roman
    /Narkisim
    /NewCenturySchlbk-Bold
    /NewCenturySchlbk-BoldItalic
    /NewCenturySchlbk-Italic
    /NewCenturySchlbk-Roman
    /NewMilleniumSchlbk-BoldItalicSH
    /NewsGothic
    /NewsGothic-Bold
    /NewsGothicBT-Bold
    /NewsGothicBT-BoldItalic
    /NewsGothicBT-Italic
    /NewsGothicBT-Roman
    /NewsGothic-Condensed
    /NewsGothic-Italic
    /NewsGothicMT
    /NewsGothicMT-Bold
    /NewsGothicMT-Italic
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NimbusMonL-Bold
    /NimbusMonL-BoldObli
    /NimbusMonL-Regu
    /NimbusMonL-ReguObli
    /NimbusRomNo9L-Medi
    /NimbusRomNo9L-MediItal
    /NimbusRomNo9L-Regu
    /NimbusRomNo9L-ReguItal
    /NimbusSanL-Bold
    /NimbusSanL-BoldCond
    /NimbusSanL-BoldCondItal
    /NimbusSanL-BoldItal
    /NimbusSanL-Regu
    /NimbusSanL-ReguCond
    /NimbusSanL-ReguCondItal
    /NimbusSanL-ReguItal
    /Nimrod
    /Nimrod-Bold
    /Nimrod-BoldItalic
    /Nimrod-Italic
    /NSimSun
    /Nueva-BoldExtended
    /Nueva-BoldExtendedItalic
    /Nueva-Italic
    /Nueva-Roman
    /NuptialScript
    /OCRA
    /OCRA-Alternate
    /OCRAExtended
    /OCRB
    /OCRB-Alternate
    /OfficinaSans-Bold
    /OfficinaSans-BoldItalic
    /OfficinaSans-Book
    /OfficinaSans-BookItalic
    /OfficinaSerif-Bold
    /OfficinaSerif-BoldItalic
    /OfficinaSerif-Book
    /OfficinaSerif-BookItalic
    /OldEnglishTextMT
    /Onyx
    /OnyxBT-Regular
    /OzHandicraftBT-Roman
    /PalaceScriptMT
    /Palatino-Bold
    /Palatino-BoldItalic
    /Palatino-Italic
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Palatino-Roman
    /PapyrusPlain
    /Papyrus-Regular
    /Parchment-Regular
    /Parisian
    /ParkAvenue
    /Penumbra-SemiboldFlare
    /Penumbra-SemiboldSans
    /Penumbra-SemiboldSerif
    /PepitaMT
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /PhotinaCasualBlack
    /Playbill
    /PMingLiU
    /Poetica-SuppOrnaments
    /PoorRichard-Regular
    /PopplLaudatio-Italic
    /PopplLaudatio-Medium
    /PopplLaudatio-MediumItalic
    /PopplLaudatio-Regular
    /PrestigeElite
    /Pristina-Regular
    /PTBarnumBT-Regular
    /Raavi
    /RageItalic
    /Ravie
    /RefSpecialty
    /Ribbon131BT-Bold
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /Rockwell-Light
    /Rockwell-LightItalic
    /Rod
    /RodTransparent
    /RunicMT-Condensed
    /Sanvito-Light
    /Sanvito-Roman
    /ScriptC
    /ScriptMTBold
    /SegoeUI
    /SegoeUI-Bold
    /SegoeUI-BoldItalic
    /SegoeUI-Italic
    /Serpentine-BoldOblique
    /ShelleyVolanteBT-Regular
    /ShowcardGothic-Reg
    /Shruti
    /SimHei
    /SimSun
    /SnapITC-Regular
    /StandardSymL
    /Stencil
    /StoneSans
    /StoneSans-Bold
    /StoneSans-BoldItalic
    /StoneSans-Italic
    /StoneSans-Semibold
    /StoneSans-SemiboldItalic
    /Stop
    /Swiss721BT-BlackExtended
    /Sylfaen
    /Symbol
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /Tci1
    /Tci1Bold
    /Tci1BoldItalic
    /Tci1Italic
    /Tci2
    /Tci2Bold
    /Tci2BoldItalic
    /Tci2Italic
    /Tci3
    /Tci3Bold
    /Tci3BoldItalic
    /Tci3Italic
    /Tci4
    /Tci4Bold
    /Tci4BoldItalic
    /Tci4Italic
    /TechnicalItalic
    /TechnicalPlain
    /Tekton
    /Tekton-Bold
    /TektonMM
    /Tempo-HeavyCondensed
    /Tempo-HeavyCondensedItalic
    /TempusSansITC
    /Times-Bold
    /Times-BoldItalic
    /Times-BoldItalicOsF
    /Times-BoldSC
    /Times-ExtraBold
    /Times-Italic
    /Times-ItalicOsF
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Times-RomanSC
    /Trajan-Bold
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-CondensedMedium
    /TwCenMT-Italic
    /TwCenMT-Regular
    /Univers-Bold
    /Univers-BoldItalic
    /UniversCondensed-Bold
    /UniversCondensed-BoldItalic
    /UniversCondensed-Medium
    /UniversCondensed-MediumItalic
    /Univers-Medium
    /Univers-MediumItalic
    /URWBookmanL-DemiBold
    /URWBookmanL-DemiBoldItal
    /URWBookmanL-Ligh
    /URWBookmanL-LighItal
    /URWChanceryL-MediItal
    /URWGothicL-Book
    /URWGothicL-BookObli
    /URWGothicL-Demi
    /URWGothicL-DemiObli
    /URWPalladioL-Bold
    /URWPalladioL-BoldItal
    /URWPalladioL-Ital
    /URWPalladioL-Roma
    /USPSBarCode
    /VAGRounded-Black
    /VAGRounded-Bold
    /VAGRounded-Light
    /VAGRounded-Thin
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VerdanaRef
    /VinerHandITC
    /Viva-BoldExtraExtended
    /Vivaldii
    /Viva-LightCondensed
    /Viva-Regular
    /VladimirScript
    /Vrinda
    /Webdings
    /Westminster
    /Willow
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /WNCYB10
    /WNCYI10
    /WNCYR10
    /WNCYSC10
    /WNCYSS10
    /WoodtypeOrnaments-One
    /WoodtypeOrnaments-Two
    /WP-ArabicScriptSihafa
    /WP-ArabicSihafa
    /WP-BoxDrawing
    /WP-CyrillicA
    /WP-CyrillicB
    /WP-GreekCentury
    /WP-GreekCourier
    /WP-GreekHelve
    /WP-HebrewDavid
    /WP-IconicSymbolsA
    /WP-IconicSymbolsB
    /WP-Japanese
    /WP-MathA
    /WP-MathB
    /WP-MathExtendedA
    /WP-MathExtendedB
    /WP-MultinationalAHelve
    /WP-MultinationalARoman
    /WP-MultinationalBCourier
    /WP-MultinationalBHelve
    /WP-MultinationalBRoman
    /WP-MultinationalCourier
    /WP-Phonetic
    /WPTypographicSymbols
    /XYATIP10
    /XYBSQL10
    /XYBTIP10
    /XYCIRC10
    /XYCMAT10
    /XYCMBT10
    /XYDASH10
    /XYEUAT10
    /XYEUBT10
    /ZapfChancery-MediumItalic
    /ZapfDingbats
    /ZapfHumanist601BT-Bold
    /ZapfHumanist601BT-BoldItalic
    /ZapfHumanist601BT-Demi
    /ZapfHumanist601BT-DemiItalic
    /ZapfHumanist601BT-Italic
    /ZapfHumanist601BT-Roman
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 200
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00333
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 200
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00333
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 400
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00167
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e5c4f5e55663e793a3001901a8fc775355b5090ae4ef653d190014ee553ca901a8fc756e072797f5153d15e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc87a25e55986f793a3001901a904e96fb5b5090f54ef650b390014ee553ca57287db2969b7db28def4e0a767c5e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020d654ba740020d45cc2dc002c0020c804c7900020ba54c77c002c0020c778d130b137c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor weergave op een beeldscherm, e-mail en internet. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for on-screen display, e-mail, and the Internet.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


